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ENGINE

Plate Part Description No. per Remarks

No. No. ) Unit
516029 FENGINE UNIT — HIGH COMPRESSION 1

(9.0 : 1 RATIO)

516029R FENGINE UNIT — HIGH COMPRESSION 1
(9.0 : 1 RATIO — RECONDITIONED UNIT)

516030 ENGINE UNIT — LOW COMPRESSION 1
(7.5 : 1 RATIO)

516030R FTENGINE UNIT — LOW COMPRESSION 1
(7.5 : 1 RATIO — RECONDITIONED UNIT)

NOTE:—The above units are supplied less the

following items:- Water Pump and Fan Assembly,

Distributor, Dynamo, Petrol Pump, Qil Filter,

Thermostat, Exhaust and Inlet Manifolds, :
Carburettors, Sparking Plugs and Breather Details.

516035 GASKET SET, ENGINE 1
(INCLUDES DECARBONISING GASKET SET)

516034 GASKET SET, DECARBONISING - 1

516031 GASKET SET, INSTALLATION 1

(COMPRISES MANIFOLD, WATER PUMP,
THERMOSTAT AND PETROL PUMP GASKETS)

Al 307004 CYLINDER BLOCK ASSEMBLY 1
A2 HB1024 BOLT, front and centre bearing cap — Caps to 4
block
A3 HB1024 BOLT, rear bearing cap — Caps to block 2
A4 WL0210 WASHER, lock — Caps to block 6
Ab 116516 PLUG, core, below oil filter face 1
A6 118632 PLUG, dry seal, oil gallery ends 2
46549 PLUG, welch, front face and R.H. side of block 4 Alternative fitment to 144688
A7 144688 PLUG, core, bucket type, front face and R.H. 4 Alternative fitment to 46549
side of block
56712 PLUG, core, welch, rear face and L.H. side of 3 Alternative fitment to 144686
block
A8 144686 PLUG, core, bucket type, rear face and L.H. 3 Alternative fitment to 56712
side of block
46712 PLUG, core, welch, front face of block 1 Alternative fitment to 144687
A9 144687 PLUG, core, bucket type, front face of block 1 Alternative fitment to 46172
A10 142440 PLUG, core, welch, rear of camshaft 1 Alternative fitment to 148353
148353 PLUG, core, bucket type, rear of camshaft 1 Alternative fitment to 142440

Note:-Welch washer and bucket type core
plugs used as alternative fitment are not
interchangeable.

Note:—Items marked thus } are available on our Factory Exchange Unit Scheme
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ENGINE
Plate Part No. per
No. No. Description Unit Remarks
CYLINDER BLOCK ASSEMBLY (continued)
All 131786 BUSH, oil pump drive shaft 1
Al2 101022 SCREW, set — Qil gallery sides 4
Al3 500469 WASHER — Oil gallery sides 4
Al4 DP0514 DOWEL, timing cover attachment 2
138380 PLUG, redundant breather aperture 1
Alb 121831 TUBE, dipstick 1
Al16 105121 STUD, cylinder head attachment 8
Al17 121217 STUD, cylinder head and rear lifting eye 2
attachment
A1l8 101962 STUD, distributor pedestal attachment 2
Al9 100433 STUD, petrol pump attachment 2
A20 100433 STUD, front face of block 1
A21 112907 STUD, gearbox and rear engine plate to block 3
DP0610 DOWEL, 5/8”° — Gearbox and rear engine plate 1
attachment
DP0616 DOWEL, 1’ — Gearbox and rear engine plate 1
attachment
A22 146326 TAP, drain — Fitted in cylinder block 1
A23 WF0511 WASHER, fibre — Fitted in cylinder block A/R
A23 WF0525 WASHER, fibre — Fitted in cylinder block A/R
A24 104863 FRONT SEALING BLOCK 1 Fitted up to Engine No.
151134 FRONT SEALING BLOCK 1
150531 GASKET, front sealing block 1 Fitted £ Engine N
PT0805 SETSCREW — Sealing block (front face) to 2 ltted trom Lngine No-.
- and future
engine plate
WL0208 WASHER, lock — Sealing block (front face) to 2
engine plate)
A25 36234 PIECE, filler — Sealing block attachment 2
A26 1005601 SCREW — Sealing block attachment ‘2
Note:- 151134 (in conjunction with 150531)
may be used for all replacements.
A27 142774 CYLINDER LINER 4
A28 212622 OIL SEAL HOUSING — REAR 1
A29 143456 SEAL, oil, crankshaft 1
A30 1056321 WASHER, joint, between oil seal bousing and 1
cylinder block
A3l HU0809 SET SCREW — Qil seal housing attachment 7
A32 WL0208 WASHER, lock — Oil seal housing attachment 6
A33 500469 WASHER, copper, housing top centre attachment 1
A34 121398 +O0IL PRESSURE INDICATOR SWITCH 1
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ENGINE

No. per

Plate Part
No. No. Description Unit Remarks
A3b 212769 FRONT ENGINE AND MOUNTING PLATE 1 Fitted up to Engine No
ASSEMBLY P '
A36 212766 WASHER, joint, front engine plate 1 y
215372 FRONT ENGINE AND MOUNTING PLATE 1 . .
Fitted from Engine No.
ASSEMBLY and future
215350 WASHER, joint, front engine plate 1 J
A37 HU0806 SET SCREW — Front engine plate to cylinder block 3
A38 WL0208 WASHER, lock — Front engine plate to cylinder block" 3
Note:- 215372 (in conjunction with 215350)
may be used for all replacements.
A39 201344 REAR ENGINE PLATE 1
A40 HUO0806 SET SCREW — Rear engine plate to block 7
A41 WL0208 WASHER, lock — Rear engine plate to block 7
A42 212006 OIL SUMP ASSEMBLY 1
A43 114774 PLUG, oil drain 1
Ad4 211124 WASHER, joint, between sump and cylinder block 1
A45 HUO0805 SET SCREW — Oil sump attachment to cylinder block 5
A46 MAO0805 SET SCREW (“sems’’) — Oil sump attachment to 11
cylinder block
A47 WL0208 WASHER, lock — Oil sump attachment to cylinder 4
block
WMO0083 WASHER, medium — Oil sump attachment to 1
cylinder block
A48 134933 DIPSTICK ASSEMBLY 1
A49 32307 WASHER, felt, on dipstick 1
OIL PRESSURE ADJUSTMENT DETAILS
A50 132107 PISTON, oil relief valve 1
A51 131535 SPRING, piston 1
Ab2 107246 PLUG — Retaining piston and spring in block 1
Ab3 501258 WASHER — Retaining piston and spring in block 1
516032 CYLINDER HEAD ASSEMBLY — HIGH 1
COMPRESSION
{Complete with valves and springs, less studs)
515747 CYLINDER HEAD ASSEMBLY — LOW 1
COMPRESSION
(Complete with valves and springs, less studs)
517059 CYLINDER HEAD ASSEMBLY 1 U.S.A. only — Fitted from Eng.

(Complete with valves and springs, less studs)
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No. FE8155E and future

Note:—Items marked thus T are available on our Factory Exchange Unit Scheme



ENGINE

Plate Part No. per
No. No. Description Unit Remarks
Ab4 516033 CYLINDER HEAD ASSEMBLY — HIGH 1
COMPRESSION
(Less valves, springs and studs)
515748 CYLINDER HEAD ASSEMBLY — LOW 1 3 For countries using low
COMPRESSION b octane fuel and U.S.A.
(Less valves, springs and studs) J from Engine No. FE8155E
Ab55 58923 GUIDE, valve 8
27378 PLUG, core, in rear face of head 1 Alternative fitment to 144648
Ab6 144648 PLUG, core, bucket type, in rear face of head 1 Alternative fitment to 27378
46172 PLUG, core, welch, in rear face of head 1 Alternative fitment to 144686
AB7 144686 PLUG, core, bucket type, in rear face of head 1 Alternative fitment to 46172
A58 130814 INSERT, valve seat, inlet valve A/R
A59 132242 INSERT, valve seat, exhaust valve A/R
A60 101022 SET SCREW — Rocker oil feed 1
A61 500469 WASHER, copper — Rocker oil feed 1
AG2 132495 STUD, rocker pedestal 4
A63 105123 STUD, rocker cover 2
105125 STUD, manifold attachment inner 5
144070 STUD, manifold attachment inner 1
105124 STUD, manifold attachment outer 2
114774 PLUG, screwed (not required when heater is fitted) 1
A64 212294 GASKET, between cylinder head and cylinder block 1
501651 “WELLSEAL” jointing compound — Cylinder head A/R
to block
A65 110748 NUT — Cylinder head to block 10
A66 WM0820 WASHER, plain — Cylinder head to block 10
VALVES
A67 126893 VALVE, inlet 4
A68 144965 VALVE, exhaust 4
148388 VALVE, exhaust 4 U.S.A. only, fitted from Engine
No. FE8155E and future
A69 105118 COLLAR, valve spring, lower 8
AT0 136487 SPRING, valve 8
AT71 111870 COLLAR, valve spring, upper 8
A72 106663 CONE, split 8 prs.
A73 143552 VALVE TAPPET 8
A74 111874 PUSH ROD 8
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ENGINE
Plate Part No. per
No. No. Description Unit Remarks
A75 144962 ROCKER SHAFT 1
AT6 144975 PEDESTAL, rocker, No. 4 (drilled) 1
AT7 104859 SCREW, locating, drilled pedestal to shaft 1
A78 144974 PEDESTAL, rocker, intermediate 2
AT79 144973 PEDESTAL, rocker, No. 1 1
A80 HN2009 NUT — Rocker pedestal to cylinder head 4
A81 WP0184 WASHER, plain — Rocker pedestal to cylinder head 4
AB82 109023 ROCKER No. 1 4
A83 109024 ROCKER No. 2 4
A84 57109 PIN, adjustment — Fitted to rockers 8
A85 57110 LOCKNUT — Fitted to rockers 8
AB6 105120 SPRING, rocker 3
A87 146914 WASHER, plain, spacing, adjacent to intermediate 2
rocker pedestals
ABS8 105322 SPRING, rocker, Nos. 1 and 4 pedestals 2
A89 137811 PLUG, rocker shaft end 2
A90 PC0010 PIN, cotter, securing plug 1
A91 210862 ROCKER COVER ASSEMBLY 1
A92 143393 CAP, oil filler assembly 1
A93 139029 WASHER, joint, rocker cover to cylinder head 1
A94 TN3208 NUT, nyloc — Rocker cover to studs in 2
cylinder head
A95 WF0508 WASHER, fibre — Rocker cover to studs in 2
cylinder head
A96 WP0008 WASHER, plain — Rocker cover to studs in 2
cylinder head
A97 142649 LIFTING EYE BRACKET — REAR 1
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ENGINE

Plate Part No. per
No. No. Description Unit Remarks
B1 307422 CRANKSHAFT 1
B2 140111 BEARING, main 3 prs.
B3 144781 WASHER, thrust (obtainable .005" o/s) 2
B4 27138 SHIM, chainwheel to crankshaft (.006°") A/R
B4 27110 SHIM, chainwheel to crankshaft (.004”) A/R
B5 100431 WHEEL, chain, crankshaft 1
B6 100447 DEFLECTOR, oil 1
B7 202465 PULLEY, crankshaft 1
215421 PULLEY, crankshaft 1 U.S.A. only
B8 105115 KEY, locating chainwheel and pulley on crankshaft 1
B9 128058 NUT, crankshaft ' 1
B10 105143 BUSH, constant pinion pilot 1
Main bearings are obtainable in the following

undersizes: -.010”,-.020",-.030”. When

ordering, please quote part number and

undersize required.
Bi11 141675 FLYWHEEL ASSEMBLY 1
B12 201350 GEAR, ring 1
B13 DP0410 DOWEL, clutch to flywheel attachment 3
Bl4 127883 DOWEL — Flywheel to crankshaft attachment 1
B15 138526 BOLT — Flywheel to crankshaft attachment 4
B16 212164 CAMSHAFT 1

213028 CAMSHAFT 1 U.S.A. only. Fitted from Eng.
No. FE8155E and future
B17 142647 BEARING, camshaft, front and rear 2
B18 142648 BEARING, camshalft, intermediate 2
B19 105114 PLATE, locating camshaft in cylinder block 1
B20 HU0807 SCREW, set — Front engine plate and locating 2
: plate to eylinder block

B21 WL0208 WASHER, lock — Front engine plate and locating 2

plate to cylinder block
B22 35960 CHAINWHEEL, camshaft 1
B23 100500 SET SCREW — Chainwheel to camshaft 2
B24 36411 PLATE, locking — Chainwheel to camshaft 1
B25 105131 CHAIN, timing 1
B26 201311 TIMING COVER ASSEMBLY 1
B27 100499 SEAL, oil, pressed in timing cover 1
B28 211126 WASHER, timing cover 1
B29 PT0803 SET SCREW — Timing cover to front engine plate 5
B30 WLO0208 WASHER, lock — Timing cover to front engine plate 5
B31 HU0807 SET SCREW — Timing cover and front engine plate 6

to cylinder block
B32 WL0208 WASHER, lock — Timing cover and front engine plate 7

to cylinder block
B33 HN2008 NUT — Timing cover and front engine plate 5

to cylinder block
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Plate Part No. per
No. No. Description Unit Remarks
TIMING CHAIN TENSIONER DETAILS
B34 43752 PLATE, anchor 1
B35 SP91B3 RIVET, anchor plate to timing cover 2
B36 42425 TENSIONER, spring 1
B37 33214 PIN, anchoring tensioner spring 1
B38 WP0018 WASHER, plain, on anchor pin 2
B39 PC0007 PIN, cotter, through anchor pin -2
B40 146543 CONNECTING ROD ASSEMBLY 4
(Less bearing) ‘
B41 119813 BUSH, small end 4
B42 107401 DOWEL, hollow 8
B43 138529 BOLT, connecting rod 8
B44 138211 BEARING, big end 4 prs.
Big end bearings are obtainable in the following
undersizes:- -.010",-.020",-.030”. Please
quote part number and size required when
ordering.
B45 146470 PISTON ASSEMBLY (Graded “F” and “G” 4
— HIGH COMPRESSION
B46 140797 RING, compression, chrome plated 4 Fitted up to
B47 140798 RING, compression, tapered periphery 4 Engine No. FD2788
B48 140799 RING, scraper 4 only
B49 146485 PIN, gudgeon 4
B50 508978 CIRCLIP, gudgeon pin retaining 8
146471 PISTON ASSEMBLY (Graded “F” and “G”) 4 h
— LOW COMPRESSION
140797 RING, compression, chrome plated 4 Fitted up to
140798 RING, compression, tapered periphery 4 > Engine No. FD2788
140799 RING, scraper 4 only
146485 PIN, gudgeon 4
508978 CIRCLIP, gudgeon pin retaining 8 J
148043 PISTON ASSEMBLY (Graded “F” and “G”’) 4 h
— HIGH COMPRESSION
140797 RING, compression, chrome plated 4 Fitted from
140798 RING, compression, tapered periphery 4 > Engine No. FD2789
146873 RING, scraper 1 set and future
146485 PIN, gudgeon 4
508978 CIRCLIP, gudgeon pin retaining 8
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Plate Part No. per
No. No. Description Unit Remarks
148044 PISTON ASSEMBLY (Graded “F” and “G”’) 4 b
— LOW COMPRESSION ]
140797 RING, compression, chrome plated 4 | Fitted from
140798 RING, compression, tapered periphery 4 Engine No. FD2789
146873 RING, scraper 1 set and future
146485 PIN, gudgeon 4
508978 CIRCLIP, gudgeon pin retaining 8
Note:- Piston assemblies 148043 or 148044 and
piston rings 146873 may be used for all
replacements if fitted in engine sets.
Pistons are obtainable + .020” oversize.
Piston rings are obtainable in the following
oversizes:- +.010”, +.020”, +.030"’, Please
quote part number and size required when
ordering.
B51 104862 DISTRIBUTOR AND OIL PUMP DRIVE ASSEMBLY 1
B52 104860 GEAR, driving distributor and oil pump 1
B53 104861 SHAFT, oil pump drive 1
B54 500974 PIN, Mills, attaching gear to shaft 1
B55 121530 PEDESTAL, distributor 1
B56 104939 WASHER, joint, pedestal to cylinder block (.006”’) A/R
B56 125252 WASHER, joint, pedestal to cylinder block (.020"’) A/R
B57 HN2008 NUT — Pedestal to eylinder block 2
B58 WL0208 WASHER, lock — Pedestal to cylinder block 2
B59 HB0816 BOLT — Distributor to pedestal 1
B60 WL0208 WASHER, lock — Distributor to pedestal 1
B61 HN2008 NUT — Distributor to pedestal 1

For details of distributor see Electrical Section
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ENGINE

Plate Part No. per
No. No. Description " Unit Remarks
514912 WATER PUMP ASSEMBLY 1
(631 144297 BODY, water pump 1
C2 101962 STUD, bearing housing attachment 1
105760 +HOUSING, bearing, assembly 1
509481 +HOUSING, bearing, assembly (reconditioned unit) 1
C3 201316 HOUSING, bearing 1
Ca 122115 PLUG 1
Cbh 104839 SPINDLE 1
C6 148322 SEAL, between bearing housing and impellor 1
C7 104840 IMPELLOR 1
C8 60313 SEAL, bearing 1
c9 101092 WASHER, abutment 1
C10 500047 CIRCLIP, between seal and washer 1
C11 100764 BEARING 2
C12 104841 PIECE, distance, between bearings 1
Ci3 100851 CIRCLIP, retaining bearings in housing 1
Ci4 201329 PULLEY, fan 1
C15 KW0420 KEY, Woodruff — Pulley to shaft 1
C16 WP0181 WASHER, retaining — Pulley to shaft 1
C17 TN3208 NUT, nyloc — Pulley to shaft 1
C18 138701 GASKET, between bearing housing and pump body 1
C19 HN2008 NUT — Bearing housing to pump body 3
C20 WL0208 WASHER, lock — Bearing housing to pump body 3
C21 138702 GASKET, between pump and cylinder head 1
C22 HB0818 BOLT, short — Water pump to cylinder head 1
c23 HB0819 BOLT, intermediate — Water pump to cylinder head 1
HB0822 BOLT, long — Water pump to cylinder head 1
C24 WL0208 WASHER, lock — Water pump to cylinder head 3
508955 WATER PUMP REPAIR KIT' 1
C25 147972 FAN ASSEMBLY (4 Blade) 1 All markets except Germany
C26 212721 FAN ASSEMBLY (6 Blade) 1
c27 38665 PIECE, balance, fan A/R Germany only
C28 HUQ706 SET SCREW — Fan to pulley 4 j
Cc29 HU0705 SET SCREW — Fan to pulley 4
C30 WLO0207 WASHER, lock — Fan.to pulley 4
C31 201403 FAN BELT 1 Fitted up to Engine No.
FD11147E only
214303 FAN BELT 1 Fitted from Engine No.

Note:- 214303 Fan Belt may be used in
conjunction with 147906 Dynamo Pulley
for all replacements.
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FD11148E and future

Note:—Items marked thus T are available on our Factory Exchange Unit Scheme






